Application Number: (^0/777,579) IORDAN01 
Art Unit 1791 

AMENDMENT TO THE SPECIFICATION 
Amend paragraph 0028a as follows: 

[0028a] (Currently amended) Fig. 1A shows the position of the piezoelectric torch flame 
i gnition device [igniter] with respect to the mouth piece, in which the torch flame ignition 
device [igniter] is spaced from the bottom of the combustion chamber [.J . as can be seen in 
FIG. 1, such that the torch flame when ignited extends in a direction generally 
perpendicular to mouth piece pipe 16 and across the bottom of the combustion chamber. I 

¥cxt of paragraph 0028a, as amended : |6^' 

[0028a] Fig. 1 A shows the position of the piezoelectric torch flame ignition device [igniter] 
with respect to the mouth piece, in which the torch flame ignition device [igniter] is spaced 
from the bottom of the combustion chamber, as can be seen in FIG. 1, such that the torch 
flame when ignited extends in a direction generally perpendicular to mouth piece pipe 16 
and across the bottom of the combustion chamber. 
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Application Number: 10/7TJJ3S^ 1ORDAN01 

Art Unit 1731 ^^^--^ ^CC'VED 

& AMENDMENTS TO THE SPECIFICATION AUG 3 0 2007 

FoHovring paragraph 001^ add 

[Oof^aJ FIG 1A shows the relationship of the igniter and the mouth piece along the lines /V f)\ 
A of FIG. 1. T , 

Following paragraph [0028] add 

[0028a] Fig. 1A shows the position of the igniter with respect to the month piece* in which 
the igniter is spaced from the bottom of the combustion chamber. 




AMENDMENT TO THE DRAWINGS 

Please accept the attached two replacement sheets for drawing sheets 1 and 3. FIG. 1 lists 
been amended by adding the section line A-A and FIG 1 A has been added to sheet 3. 
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